Iﬂ L H S M E D D DISPOSABLE PATIENT PLATES (GROUNDING PADS) TEK KULLANIMLIK KOTER PLAGI

PLAQUES PATIENT JETABLES (ELECTRODES DISPERSIVES) B PLACAS DE PACIENTE DESECHABLES
(ELECTRODOS DISPERSIVOS)

SCOPE: FOR USE WITH HIGH FREQUENCY SURGICAL UNIT KAPSAM: YUKSEK FREKANSLI CERRAHI UNITE ILE KULLANIM IGINDIR
Instruction and Cautions Talimat ve Uyanilar

1. Clean the skin where the plate will be stuck on 1. Plagin yapistirilacagi cildi temizleyin

2. Open the package and put out the plate. Remove the plate from backing material. 2. Ambalaji acin ve plagi ¢ikarin. Plagi arkasindaki yapiskan malzemeden ayirin.

3. Stick the plate on the skin near the operation position. 3. Plagi ciltteki operasyon bolgesine en yakin yere yapistirin.

4. Place the patient plate to the plate clamp on plate cord. Connect the other end of the plate 4 Hasta plagini plak kablosundaki plak klempine yerlestirin. Plak kablosunun diger ucunu Yiksek Frekans
cord with the Receptacle “patient plate” on High Frequency Surgical Unit” Cerrahi Unitesi tizerindeki "hasta plagl" yuvasina takin.

5. Please use the plate within 24 hour after opening the package. After removal of the backing 5. Lutfen paketi actiktan sonra 24 saat icinde plagi kullanin. Arkasindaki yapiskan malzemeyi ¢ikardiktan
material, the plate should be stuck to the skin as soon as possible. It MUST be used with High sonra, plak en kisa stirede cilde yapistnimalidir, Yiiksek Frekansh Cerrahi Unite ile KULLANILMALIDIR.
Frequency Surgical Unit. PLAK YALNIZCA TEK KULLANIMLIKTIR.

THE PLATE IS FOR SINGLE USE ONLY ! 6. Kablo klempi, gevsememesi icin plaga sikica tutturulmalidir. Kabloyu tinitedeki yuvaya takin. Kablonun ve
6. The clamp of the cord should be clipped with the plate firmly so that they will not loosen. klempin hasta bedeninin altina yerlestirilmesi veya yanict maddelere yakin olmasi kesinlikle yasaktir.

Insert the cord plug into the receptacle on the unit. The cord and clamp are strictly forbidden to 7. Uluslararasi standartlara uygun ytiksek frekansli tiim cerrahi Unitelerde kullanilabilir. Cikis giicti 400W'tan
underneath the body or the inflammable. fazla ve frekans 300HKz'den az olmamalidir.

7. It can be used for all high frequency surgical units that are complied with the international 8. Plagin saklama sicakligi 5-30 °C'dir (41 - 86 °F).

standards. The output power is no more than 400W and the frequency is no less than 300HKz
8. The storage temperature of plate is 5-30 °C (41 - 86 °F)
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